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Working  drawings  provide  de- 
tails for  constructing  two  types  of 
tilting  calf  tables:  { 1 )  A  perma- 
nent table  made  of  wood  (Plan 
No.  5962)  and  (2)  a  portable 
table  made  of  steel  pipe  (Plan 
No.  5969). 

The  permanent  table  is  useful 
in  areas  where  it  is  easier  to  take 
the  calves  to  the  chute  than  it  is 
to  move  the  table  to  a  chute  on 
a  corral  in  a  remote  pasture. 
Also,  the  heavier,  more  rugged 
permanent  table  should  last 
longer  than  the  lighter  built, 
portable  table. 

Yearlings  weighing  up  to 
about  600  pounds  can  be  han- 
dled with  the  permanent  table, 
whereas  weaner  calves  weigh- 
ing up  to  450  pounds  can  be 
handled  with  the  portable  table. 
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UPRIGHT    POSITION 

Position  the  tilting  table  at  the  end  of  a  chute 
equipped  with  a  stop  gate  at  the  entrance  to  the  table. 
After  the  calf  is  through  the  entrance,  close  the  stop  gate 
and  apply  the  self-locking  neck  yoke  to  hold  the  ani- 
mal snugly  and  securely  so  that  it  won't  injure  itself. 
Pull  on  the  tilting  lever  to  lay  the  calf  on  its  side  at  a 
convenient  working  height. 
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Any  operation  or  treatment  to  the  animal  can  now 
be  performed  quickly  and  safely.  When  finished  with 
the  treatment,  tilt  the  table  into  the  upright  position, 
unfasten  the  neck  yoke,  and  release  the  calf  through 
the  side  gate. 
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Since  the  portable  pipe-framed  tilting  table  is  designed 
for  lighter  animals,  it  does  not  include  a  head  gate  and 
neck  yoke.  A  stop  gate  will  have  to  be  installed  at  the 
exit  end  to  hold  the  animal  until  it  can  be  snugly 
secured  by  a  pull  on  the  ratchet  bar.  Both  the  ratchet 
latch  on  the  squeeze  gate  and  the  tilt  latch  to  lock  the 
table  in  a  horizontal  position  are  spring-loaded,  quick- 
acting  latches. 
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Complete  working  drawings  may  be  obtained  through  your 
county  agent  or  from  the  Extension  agricultural  engineer  at 
most  State  agricultural  colleges.  There  is  usually  a  small 
charge. 

ORDER  PLAN  NO.  5962,  TILTING  CALF  TABLE,  wood  frame 

ORDER  PLAN  NO.  5969, 

TILTING  CALF  TABLE,  steel-pipe  frame 

If  the  working  drawings  are  not  available  in  your  State,  write 
to  the  U.S.  Department  of  Agriculture,  Agricultural  Engineering 
Research  Division,  Plant  Industry  Station,  Beltsville,  Md.  The 
U.S.  Department  of  Agriculture  does  not  distribute  drawings,  but 
will  direct  you  to  a  State  that  does  distribute  them. 


